ChemSet™ 101 Plus
ETA Certified Polyester

ETA CERTIFIED FOR FLOODED HOLES!

ChemSet™ 101 Plus System Advantages:
- Superior, marine grade polyester
- Rapid setting (50min loading @ 20°C)
- Certified to ETAG001-5 Option 7
- Dry, wet and flooded holes
- Solid and hollow substrates
- Thixotropic, non-sag formula
- Easy dispensing

Drilled  Damp  Flooded  Horizontal  Vertical Down  Vertical Up
ChemSet™ 101 Plus
VERSATILE, MULTI PURPOSE ANCHORING ADHESIVE.

Not just any polyester, ChemSet™ 101 Plus is formulated using high performance, marine grade polyester resin. Backed up by European Technical Approval, ChemSet™ 101 Plus delivers high quality, consistent load capacity, even in flooded holes.

Features
- Marine grade polyester
- Install in flooded holes with no load reduction
- Rapid setting, fast curing
- Solid and hollow substrates

Properties

<table>
<thead>
<tr>
<th>Properties</th>
<th>Typical Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Mixed Colour</td>
<td>Grey</td>
</tr>
<tr>
<td>Working Time at 20°C</td>
<td>6 mins</td>
</tr>
<tr>
<td>Loading Time at 20°C</td>
<td>50 mins</td>
</tr>
<tr>
<td>Minimum Substrate Temperature</td>
<td>0°C</td>
</tr>
<tr>
<td>Minimum Adhesive Temperature</td>
<td>5°C</td>
</tr>
</tbody>
</table>

Certification
European Technical Approval ETAG001-5 Option 7
Approval Number / Report Number
ETA13/0681

1300 780 063
www.ramset.com.au